
 

 

 

 

 

DS-KAD312 

Video/Audio Distributor 

 

Key Features 

 Supports Room No. decoding, video/audio signal processing and transferring 

 Storing and forwarding function 

 Flexible DIP operation, supports 1 floor with 12 households, 2 floors with 6 

households each, 3 floors with 4 households each and 6 floors with 2 households 

each 

 Provides power for indoor station via network cable 

 Strong anti-interference to ensure the normal running of the whole system 

 Provides insulation protection for each household 

 Up to 15 distributors can be cascaded, up to 96 households for one single device 

 Suitable for wall mounting or placing on a table 

 

 
Typical Application 
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Model DS-KAD312 

Operation system Hikvision Video Intercom System 

Operation method DIP 

Interface 1 Bus Input, 1 Bus Output, 12 Output Interfaces 

Power supply 24 VDC 

Power consumption ≤ 5W 

Installation  Wall Mounting or Placing on a Table 

Working temperature -15° C to + 55° C (5° F to 131° F) 

Working humidity 10% to 90% 

Dimensions 
(L × W × H) 

157.7 mm × 131 mm × 51.7 mm (6.21" × 5.16" × 2.04") 

Specifications 

Available Model 

DS-KAD312 

 



 

 

  

    

Index Description 

1 Power Socket 

2 Network Interface 

3 DIP Switch 

4 Serial Port 

Physical Interfaces 
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